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Transfer carts, battery
steerable, battery
powered rail-mounted,
electric powered
rail-mounted.

Battery powered steerable transfer carts

Battery powered rail-mounted transfer carts

Electric powered rail-mounted transfer carts

GH transfer carts move loads of all types at ground level, for all industries and a huge variety of 
applications.

These heavy-duty modular transfer carts are available in a wide range of capacities and 
dimensions to suit any requirement. They are equipped with all the safety devices needed for 
ground-level machinery movement.

They are an important complement to cranes lifting heavy loads at ground level and the ideal 
solution for cargo transfer between ships.

There are two main types of transfer carts, according to movement type::

- Steerable transfer carts: These move in any direction. Available in battery powered 
version.

- Transfer carts on rails: These move in a straight line. Available in battery-powered or 
electric versions, with movement via a winder or power line.

We manufacture steerable (free-moving) transfer carts ranging 

from 10 to 60 tons. They are independent, battery powered and 

can move freely on flat ground, inside and outside the building.

Rail-mounted transfer carts (straight line travel only) are 

manufactured in capacities ranging from 10 to 100 tons. They are 

battery powered and run on rails.

Our rail-mounted transfer carts (straight line travel only) are 

manufactured in capacities ranging from 10 to 100 tons. They can 

be powered via a winder or a shielded cable.
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Installation examples
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Battery powered steerable transfer carts

Dimension chart

Load

capacity

(t)

Dimensions (mm)

Outer

wheel radius,

minimum

rotation (mm)

Speed

(m/min)
Battery

- Battery charger
- Button panel control with 3 m hose
- Optional: Infra-red control on front and rear.
- Optional: SICK scanner.

Emergency stop

Flasher lamp

  500

VULKOLLAN

Wheel

Side
enclosures



5

L=b

c

f

10

20

a b c d e f

1500

2000

3000

2000

3000

4000

1000

1500

2000

1500

2000

2500

1234

1734

2734

1734

2734

3734

800

1300

1800

1300

1800

2300

766

2154

2288

3288

2288

3288

4288

20 250
48v

332Ah

a

b

d

e

3000

4000

5000

4000

5000

6000

2000

3000

2500

3000

3500

2680

3680

4580

3580

4580

5580

1800

2700

2200

2700

3200

900

3330

4330

5330

4330

5330

6330

20 400

48v

400Ah

694 315

6000

6000

3000

4000

5000

5000

2400

3100

965

780

6430

6500

400

630

48v

480Ah

40

60

a b c d e f

80

100

L=b

c

f

d

e

a

b

Battery powered rail-mounted transfer carts

Dimension chart

Wood 200 x 100
Emergency stop

Flasher lamp

Object detector

Side
enclosures

Cap.

(t)

Dimensions (mm) Speed

(m/min)

Wheel
Battery

- Battery charger
- Button panel control with 3 m hose
- Optional: Radio control
- Optional: Wooden blocks on frame

Cap.

(t)

Dimensions (mm) Speed

(m/min)

Wheel
Battery

Wood 200 x 100
Emergency stop

Flasher lamp

Object detector

Side
enclosures
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Electric powered rail-mounted transfer carts

Dimension chart

Wood 200 x 100 Emergency stop

Flasher lamp

Object detector

Wheel 250

Side
enclosures

Cap.

(t)

Dimensions (mm) Speed

(m/min)

Wheel

- Spring-powered winder with 20 m travel
- Button panel control with 3 m hose
- Optional: Radio control
- Optional: Wooden blocks on frame

Cap.

(t)

Dimensions (mm) Speed

(m/min)

Wheel

Wood 200 x 100
Emergency stop

Flasher lamp

Object detector
Side

enclosures



7

Transfer carts
for moving
railway vehicles

GH also manufactures rail vehicle transfer carts with capacities ranging from 60 to 150 
tons, mainly used for moving trains for maintenance work. They are quick, safe and 
easy to move.
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